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f Ares series

Ares range battery adopts traditional tubular gel technology,
adopts patent gel electrolyte.The products are used as standby
power for communication, power, military and broadcast and
television system. They possess precise ABS heat seal
technology between container and lid and patented post seal
structure. Provide better deep cycle performance versus AGM.
The design float life is 18+ years.

Specifications

Nominal Voltage 2V
Rated Capacity 1200Ah (10hours rate) to 1.80V/cell @25°C(77°F)
Typical Weight 93kg
Internal Resistance Approx 0. 21mQ
Operation (maximum) : -40°C to 55°C(-40°F to 131°F)
Operating Temperature Range Operation (recommended): 15°C to 25°C(59°F to 77°F)
Storage: -20°C to 40°C(-4°F to 104°F)
Float Voltage 2.23V/cell@25°C(77°F)
e 300
Equalize and Cycle Service 2.35V~2.40V/cell@25°C(77°F)
Self Discharge The residual capacity is above 94% after 90 days storage(25°C/77°F)
Terminal M8 Female Large Size Copper Post
Terminal Hardware Torque 15 + 1. ONm
Container Material ABS (V0 optional)

Constant Current Discharge Characteristics Units: Amperes (25°C, 77°F)

-------------
160V 1306 1043 714 319 253 217 191 126 565 311 174
165V 1260 1008 697 434 314 251 215 189 153 126 565  30.8  17.2
170v 1187 966 677 424 310 247 212 186 151 125 559  30.6 169
175V 1124 930 660 413 302 242 208 182 148 123 548 302 164
180V 992 851 625 397 300 238 204 177 145 120 536 296  16.0
185V 85 716 581 376 287 230 197 171 141 118  51.8 282 154
190V 631 611 464 328 256 215 183 158 127 106 476 264 142

Discharge Data with Constant Power Units: Watts per cell (25°C, 77°F)

End voltage
per cell

1.60V 2611 2068 1583 117
1.65V 2486 1958 1472 863 656 522 438 383 315 264 227 116
1.70vV 2372 1868 1379 851 647 515 432 378 310 261 224 114
1.75V 2246 1794 1297 827 631 494 417 370 305 256 221 112
1.80V 2101 1722 1224 798 613 482 398 353 291 243 207 111
1.85V 1965 1654 1138 768 583 458 386 339 283 232 198 107
1.90vV 1531 1258 845 580 470 402 334 270 224 176 151 86
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TEMPEL GROUP ARGENTINA TEMPEL GROUP en el mundo E E
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baires@tempelgroup.com
Tel.+54 11 4897-7184/7178




