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The AcmeG range front access gel batteries is designed based on the
Acme series.Using the polymer gel electrolyte with real front access
structure.The state of the art internal and external design ensures _ -
AcmeG the high reliability and makes the installations quite simple and =
safe when placed on a standard relay rack tray or in a closed cabinet.
The design float life is 12 years at 20°C(68°F).
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Nominal Voltage 12V
Rated Capacity 50Ah (10 hourrate) to 1.80V/cell @25°C(77°F)
Typical Weight 21.3kg

Internal Resistance

Temperature Ranges

Float Voltage

Approx 8.94mQ

-40°C to 50°C(-40°F to 122°F)
15°C to 25°C(59°F to 77°F)
-20°C to 40°C(-4°F to 104°F)

2.25V/cell@25°C(77°F)

Operation (maximum) :
Operation (recommended) :
Storage:

Recommended Maximum

Charging Current Limit 12.5A

Equalize and Cycle Service 2.35V~2.40V/cell@25°C(77°F)

Self Discharge The residual capacity is above 90% after 90 days storage(25°C/77°F)

Terminal M6 Female

Terminal Hardware Torque 8 £ 1.0Nm

Container Material ABS (VO optional)

Constant Current Discharge Characteristics Units: Amperes (25°C, 77°F)
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160V 1870 100.5 61.1 357 205 149 117 986 846 649 530 453 284 237
1.67V 1756 969 60.1 43.8 355 204 146 116 981 841 644 525 452 281 235
1.70V 1740 953 590 435 353 202 145 116 9.65 830 644 525 447 281 235
1.75V 160.0 922 585 432 347 197 144 114 9.60 825 638 520 447 280 235
1.80V 1435 860 559 414 339 195 143 114 939 810 633 514 44 277 234
1.83V 136.7 787 549 400 324 193 138 108 9.08 784 6.18 495 422 276 231
1.85v 1279 76.7 51.1 385 314 186 134 107 887 763 597 491 417 271 228

Discharge Data with Constant Power Units: Watts per cell (25°C, 77°F)
[Exovoioe | GMIN_| 1SMIN | SOMIN | 45MIN | 1HR | 2HR | SR | 4R | SHR | GWR | 8HR | 10NR | 12HR | 20HR | 24hR |

.60V 3135 177.0 1105 83.0 675 386 282 223 188 162 126 103 8.69 558 4.66
1.67V 301.5 1739 1095 825 670 385 278 223 188 161 125 102 869 553 4.66
1.70V 300.0 171.8 1095 825 670 383 278 222 186 160 124 101 863 553 4.65
.75V 279.7 1707 1090 820 660 381 275 222 186 160 123 101 858 553 4.65
1.80V 2569 1614 1064 804 655 380 275 221 182 158 123 10.1 858 553 4.64
1.83V 2455 1479 1053 778 629 375 268 213 178 154 121 990 832 553 4.6l
1.85V 2294 1443 976 747 608 363 261 21.0 174 150 11.8 980 822 543 458
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Terminal Voltage(V) Vs. Discharge Time (25°C, 77°F)
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Battery Voltage Vs. Charge Time
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Charging Procedures Discharge Current VS. Discharge Voltage
Charge Voltage (V/Cell)
Final
Max. Discharge
Application Temperature PS‘.Et Alg{oav:'/‘atéle Charge Voltage 1.80 1.70 1.55 1.30
oint 9 Current V/Cell
Cycle 25°C 2.40 2.35~2.40 Discharge
0.25C || current (A) 0.2C=(A) 0.2C<(A)<0.5C| 0.5C<(A)<1.0C (A)>1.0C
Standby 25°C 2.25 2.23~2.27

NARADA POWER SOURCE CO.,LTD.

9F, Building A, No. 50 Zijinghua Road, Hangzhou, China
Tel:+86-571-28827013 Fax:+86-571-28828290
Website:www.naradabattery.com E-mail: intl@narada.biz

NARADA ASIA PACIFIC PTE.LTD.

65 Ubi Crescent #07-05 Hola centre, Singapore

Tel: +65-6848 1191 Fax: +65-6749 3498

E-mail: sales@narada.com.sg

NARADA EUROPE (UK) LIMITED

Spectrum House, Dunstable Road, Redbourn,

St. Albans, Herts AL3 7PR

Tel: +44 (0)845 371 7095 Fax:+44 (0)845 6122031
E-mail: sales@naradaeurope.com
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TEMPEL GROUP ARGENTINA
www.tempelgrouplatam.com

baires@tempelgroup.com
Tel.+54 11 4897-7184/7178

TEMPEL GROUP en el mundo

BUENO AIRES - MADRID - VALENCIA - BILBAO - SEVILLA -
LISBOA - PORTO - LIMA - SAO PAULO - SANTIAGO DE CHILE - BOGOTA -
CIUDAD DE MEXICO - CIUDAD DE PANAMA - MONTEVIDEO - QUITO
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